ISSN 2310-6697 

otoiser — open transactions on independent scientific-engineering research 

FUNKTECHNIKPLUS # JOURNAL 

Theorie — Experimentation — Metrologie — Logiciel — Applications 



ISSUE 7 - SUNDAY 31 MAY 2015 - YEAR 2 
REPRINT 



Thoughts on the Possibility of Damage of 
High-Voltage Electrical Insulation below 
the so-called Inception Voltage: The 
Historical Background - Part I 



M.G. Danikas, Yi Yin, Jialei Hu 



About 



This small European Journal is 

In the Defense of Honesty in Science and Ethics in Engineering 

Publisher - otoiser — open transactions on independent scien- 
tific engineering research, www. otoiser . org - info@otoiser . org, 
HauptstraBe 52, 2831 Scheiblingkirchen, Austria 

Language - We declare the origins of the Journal by using 
in the cover page English, German and French, as well as, a 
Hellenic vignette. However, since we recognize the dominance 
of US English in the technical literature, we adopted it as the 
Journal's language, although it is not our native language. 

Focus - We consider Radio-FUNK, which still creates a vivid 
impression of the untouchable, and its Technology— TECHN IK, 
from an Advanced-PLUS point of view, Plus-PLUS Telecommunica- 
tions Engineering, Electrical Engineering and Computer Sci- 
ence, that is, we dynamically focus at any related scien- 
tific-engineering research regarding Theorie, Experimenta- 
tion, Metrologie, Logiciel, ou Applications. 

Scope - We emphasize this scope broadness by extending the 
title of the Journal with a Doppelkreuz-Zeichen # which we 
use as a placeholder for substitution of our Editorial Team 
disciplines: # Telecommunications etc. as above, or # High 
Voltage, # Software Engineering, # Simulation etc. as below. 

Frequency - We publish 3 issues per year: on 31st of Janu- 
ary, on 31st of May, and on 30th of September, as well as, an 
extra issue every 3 papers and a volume every 2 years. 

Editions - We increase the edition number of an issue only 
when is needed to reform one or more of its papers — thus to 
increase their version numbers — but we keep unchanged its 1st 
edition date shown on its front page and we number its pages 
sequentially from 1. We count the editions of About separately. 

Format - We use a fixed-space font, hyphenation, justifica- 
tion, unfixed word spacing, and the uncommon for Journals A5 
(half A4 ) page size to achieve WYSIWYG printing and clear 
reading of 2 to 4 side-by-side pages on wide-screen displays 

Printing-on-Demand - We can email gratis PDFs at 300-4000 
dpi in booklet page scaling of either brochure or book type. 

Copyright - We publish under a Creative Commons Attribution, 
CC-BY 3.0 Unported or CC-BY 4.0 International, License only. 

Please download the latest About edition from 

about . f tpj . otoiser . org 



FUNKTECHNIKPLUS # JOURNAL 



e3-2 



ISSUE 7 - YEAR 2 



About 



Editorial Team 

# Electrical Engineering 

# High Voltage Engineering # Insulating Materials 
Professor Michael Danikas, mdanikas@ee.duth.gr 
EECE, Democritus University of Thrace, Greece 

# Electrical Machines # Renewable Energies # Electric Vehicles 
Assistant Professor Athanasios Karlis, akarlis@ee.duth.gr 
EECE, Democritus University of Thrace, Greece 

# Computer Science 

# Computer Engineering # Software Engineering # Cyber Security 
Professor Vasilis Katos, vkatos@bournemouth.ac.uk 

Head of Computer and Informatics Dept, Bournemouth Univ, UK 

# Internet Engineering # Learning Management Systems 
Lecturer Sotirios Kontogiannis, skontog@gmail.com 
Business Administration Dept, TEI, Western Macedonia, Greece 

# Hypercomputation # Fuzzy Computation # Digital Typography 
Dr. Apostolos Syropoulos, asyropoulos@yahoo.com 
BSc-Physics, MSc-Computer Science, PhD-Computer Science 
Independent Researcher, Xanthi, Greece 

# Telecommunications Engineering 

# Applied EM Electromagnetics # Applied Mathematics 
Dr. Nikolaos Berketis, nberketis@gmail.com 

BSc-Mathematics, MSc-Applied Maths, PhD-Applied Mathematics 
Independent Researcher, Athens, Greece 

# Antennas# Metrology# EM Software # Simulation# Virtual Labs 

# Applied EM # Education # FLOSS # Amateur Radio # Electronics 
Dr. Nikolitsa Yannopoulou, yin@arg . op4 . eu * 

Diploma Eng-EE, MEng- Telecom -EECE, PhD-Eng-Antennas-EECE 
Independent Researcher, Scheiblingkirchen, Austria 
Dr. Petros Zimourtopoulos, pez@arg . op4 . eu * 

BSc-Physics, MSc-Radio-Electronics, PhD-Antennas-EE 
Independent Researcher, Scheiblingkirchen, Austria 

# Copy & Layout Editing - Proof Reading - Issue & Web Management 

Technical Support 

Konstantinos Kondylis, kkondylis@gmail.com 
Diploma Eng-EECE, MEng-EECE, Doha, Qatar 
Christos Koutsos, ckoutsos@gmail.com 
Diploma Eng-EECE, MEng-EECE, Bratislava, Slovakia 



SUNDAY 31 MAY 2015 



e3-3 



FUNKTECHNIKPLUS # JOURNAL 




About 



Information for Authors 

This is a small, but independent, low profile Journal, in 
which we are all — Authors, Reviewers, Readers, and Editors — 
free at last to be Peers in Knowledge, without suffering from 
Journal roles or positions, Professional-Amateur-Academic sta- 
tuses, or established "impact factorizations", under the fol- 
lowing guiding principles: 

Authors - We know what Work means, we respect the Work of 
the Independent Researcher in Science and Engineering and we 
want to exhibit his Work. Thus, we decided to found this Free 
and Open Access Journal in which to publish this Work. Fur- 
thermore, as we care indeed for the Work of the technical au- 
thor — especially a young or a beginner one — we strongly sup- 
port the publication of his Work, as follows: 

0 We do not demand from the author to transfer his own copy- 
right to us. Instead, we only consider papers resulting from 
original research work only, and only if the author can as- 
sure us that he owns the copyright of his own paper as well 
as that he submits to the Journal either an original copy or 
a revised version of his own paper, for possible publica- 
tion after review — or even for immediate republication, if 
this paper has already been published after review — but, in 
any case under a Creative Commons Attribution, CC-BY 3 Un- 
ported or CC-BY 4 International, License, only. 

1 We encourage the author to submit his own paper written 
just in Basic English plus Technical Terminology. 

2 We encourage the author even to select a pen name, which 
may drop it at any time to reveal his identity. 

3 We encourage the author to submit an accepted for publica- 
tion paper, which he was forced to decline that publicati- 
on because it would be based on a review with unacceptable 
evaluation or derogatory comments. 

4 We encourage the author to submit any paper that was rejected 
after a poor, impotent, inadequate, unreasonable, irrespon- 
sible, incompetent, or "just ticking" review. 

5 We encourage the author to submit an unreviewed paper of his 
own that he uploaded on some Open Access repository. 

6 We encourage the author to upload his published papers in 
our Journal to a truly Free Open repository like viXra.org. 

7 We provide the author with a decent, express, peer review 
process, of up to just 4 weeks, by at least 2, either 
anonymous or onymous, reviewers. 



FUNKTECHNIKPLUS # JOURNAL 



e3-4 



ISSUE 7 - YEAR 2 




About 



8 We provide the author with the option to choose from 2 re- 
view processes: the traditional, anonymous, close one, as 
well as, a contemporary, onymous, open review in our pri- 
vate mailing list for Peer Discussion. 

9 Under the Clause 0 : We immediately accept for publication 
a research paper directly resulting from a Project Report, 
or a Diploma-, Master-, or PhD-thesis, which already the 
author has successfully defended before a committee of ex- 
perts, as long as he can mention 2 members of this commit- 
tee who approved his Work. 

10 Under the Clause 0 : We immediately accept for publication 
any paper which is not Openly Accessible on the Internet. 

11 We immediately publish online a paper, as soon as it is 
accepted for publication in the Journal. 

12 We quickly publish an extra issue — that is in excess of 
the 3 issues we publish a year — as soon as the review 
process of 3 papers is completed. 

Reviewers - Every peer may voluntarily become a reviewer 
of the Journal in his skillfulness for as long as he wishes. 
In addition, each author of the Journal must review one paper 
in his expertness for each one of his published papers. 

Readers - Every reader is a potential post - reviewer : we 
welcome comments and post-reviews in our private mailing list 
for Peer Discussion. 

Editors - Every editor owns a PhD degree — to objectively 
prove that he really has the working experience of passing 
through the dominant publishing system. An editor pre-reviews 
a paper in order to check its compliance to our guiding prin- 
ciples and to select the appropriate reviewers of it. We can 
accept for consideration papers only in the expertise areas 
currently shown in the Editorial Team page, above. However, 
since we are very willing to amplify and extend the Scope of 
the Journal, we welcome the volunteer expert, in any related 
subject, who wants to join the Editorial Team as long as he 
unreservedly accepts our guiding principles. 

Electronic Publishing 

We regularly use the Free Libre Open Source Software Libre 
Office with the Free Liberation Mono font and the Freewares 
PDFCreator and PDF-Xchange Viewer. We also use, with some ba- 
sic html code of ours: the Free Open Source Software Open 

Journal System OJS by the Public Knowledge Project PKP in- 
stalled in our website, and the Free Open Digital Library of 



SUNDAY 31 MAY 2015 



e3-5 



FUNKTECHNIKPLUS # JOURNAL 



About 



Internet Archive website, where we upload Issues, Paper re- 
prints, About documents, and Volumes, in both portrait and 
landscape orientations, for exceptionally clear online read- 
ing with the Free Open Source BookReader. 

Submissions 

We can consider only papers submitted in a format which is 
fully compatible with LibreOffice — preferably in odt format. 

Legal Notice - It is taken for granted that the submitter- 
correspondent author accepts, without any reservation, the 
totality of our publication conditions as they are analyti- 
cally detailed here, in this About, as well as, that he also 
carries, in the case of a paper by multiple authors, the in- 
dependent will of each one of his coauthors to unreservedly 
accept all the aforementioned conditions for their paper. 

Internet Addresses 

Internet Publishing Website : ftpj.otoiser.org 

Internet Archive Digital Library : archive . org/details/@f tpj 

Printing -on -Demand : pod@ftpj.otoiser.org 

Principal Contact : principal-contact@ftpj.otoiser.org 

Technical Support : technical-support@ftpj.otoiser.org 

Editorial Team-Technical Support List : etts.ftpj.otoiser.org 

Peer Discussion List : peers.ftpj.otoiser.org 

Submissions : sub@ftpj.otoiser.org 

Sample Paper Template : template.ftpj.otoiser.org 



ARG NfP Aol 

Antennas Research Group 
Not-for-Profit Association of Individuals * 
arg.op4.eu - arg@op4.eu 

Hauptstrade 52, 2831 Scheiblingkirchen, Austria 

* The Constitution of Greece, Article: 12(3) 2008: 

www. hellenicparliament . gr/en/Vouli-ton-Ellinon/To-Politevma 

* The Hellenic Supreme Court of Civil and Penal Law: 
www.areiospagos.gr/en/ - Court Rulings : Civil | A1 | 511 | 2008 

This document is licensed under a Creative Commons Attribution 4.0 
International License - https : //creativecommons . orq/licenses/by/4 . 0/ 



FUNKTECHNIKPLUS # JOURNAL 



e3-6 



ISSUE 7 - YEAR 2 



ELECTRICAL ENGINEERING 



THEORIE 



Thoughts on the Possibility of Damage of 
High-Voltage Electrical Insulation below 
the so-called Inception Voltage: The 
Historical Background - Part I 

M.G. Danikas, Yi Yin, Jialei Hu * 

[l] Department of Electrical and Computer Engineering, 
Power Systems Laboratory, 

Democritus University of Thrace, Xanthi, Greece 

[2, 3] Department of Electrical Engineering, 
Shanghai Jiaotong University, Shanghai, 

People's Republic of China 

Abstract 



Partial discharges (PD) may cause damage to high-voltage 
(h.-v.) electrical insulation and eventually breakdown. It 
is known, however, that sudden breakdowns occurred in indus- 
trial insulations after only a few months in service, al- 
though they had passed the suggested international specifi- 
cations tests. In this paper, we investigate the possibility 
of damage of an h.-v. insulation even below the inception 
voltage, giving the historical background which led to cer- 
tain thoughts. References to previous work are given and a 
differential equation is proposed regarding the possibility 
of having charging phenomena below the inception voltage. 



Keywords 



Partial discharges, high 
inception voltage, leakage cui 

Introduction 

PD may cause significant 
damage to the h.-v. insulation 
[1], [2]. PD may start from 

asperities on the electrodes, 
from enclosed voids, from 
fissures and/or from enclosed 
foreign particles [3] . Nume- 
rous publications tackled the 



voltage insulation, cavities, 
rents 

question of the relation be- 
tween PD parameters and insu- 
lation damage [4]-[7]. 

Although a voluminous 
amount of research has been 
performed on the questions of 
insulation damage and PD, no 
particular attention was gi- 
ven to possible charging 



TUESDAY 21 APRIL 2015 



Vl—7 



FUNKTECHNIKPLUS # JOURNAL 




M.G. DANIKAS, YI YIN, JIALEI HU 



events below inception volt- 
age. However, such events we- 
re held responsible (at least 
partly) for the failure of 
insulation equipment back in 
the fifties and the sixties 
of the last century [8] -[11]. 
Such incidents were reported, 
regarding big electrical ma- 
chines as well as high volt- 
age switches that failed ab- 
ruptly, although they passed 
all tests the international 
technical committees were sug- 
gesting [8] . Which were these 
incidents? In the 1950's one 
major US manufacturer produ- 
ced and sold large rotating 
machines with cast polymer 
insulation. At that time all 
available diagnostic techni- 
ques suggested that there 
should be no problem at all 
from low leakage currents. 
Surprisingly enough, these ro- 
tating machines failed while 
in service in a few months. 
Another occasion of impres- 
sive failure was registered 
when another US manufacturer 
producing 15 kV class vacuum 
switches, reported that, al- 
though all normal tests at 
that time were done, unex- 
plained erosion of cast epoxy 
insulation occurred in these 
switches, only after a few 
years in service. Such were 
the incidents that led to the 
exploration of the below in- 
ception regime of charging 
phenomena [12] . Scientific 
evidence of "something" hap- 
pening below inception was 



provided by Filippini [13], 
who suggested that treeing 
propagation followed growth 
along current paths. Further- 
more, Brancato [14] indicated 
the possibility of relating 
current below inception with 
temperature rise. In his own 
words, "perhaps the most ex- 
citing but speculative pro- 
ject is the development of 
techniques to determine tem- 
perature rise of void sur- 
faces due to partial dis- 
charge. ... electrical aging 
may in reality be a chemical 
reaction in voids induced by 
the deposition of energy. 
This deposition is expended in 
the raising of the tempera- 
ture of the walls of the 
void, in creation of ozone and 
possibly nascent oxygen which 
tend to oxidize the surface 
chemical reactions which in 
the presence of water compo- 
nents form nitric or nitrous 
acids which deteriorate the 
void surfaces and finally me- 
chanical erosion by the re- 
sulting ion stream impinging 
on the void". In the same 
publication, Brancato also 
pointed out that measuring or 
sensing techniques may not be 
adequate for all classes of 
dielectric materials or to 
all aging environments and/or 
the inadequate sensitivity of 
some instruments to detect 
changes. Recent papers point 
out to the slow decline of 
inception voltage with time 
[15]. Is this also an indica- 
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tion of charging phenomena be- 
low the so-called inception? 
Would such phenomena play a 
role regarding the decrea- 
se/decline of inception volt- 
age? 

Hints about possible da- 
maging events below inception 
voltage were discussed in a 
brief report by E. Brancato 
back in 1991 [16] . Previous 
work on air gaps with a non- 
uniform electrode arrangement 
suggested that such charging 
events were possible [17]- 
[20] . To the best of our 
knowledge, until now there 
are indications of possible 
charging effects below incep- 
tion voltage but a definite 
proof is missing. 

It is the purpose of the 
present paper to offer the 
historical background of the 
approach regarding charging 
events below the inception 
voltage and to explore a bit 
further the events below in- 
ception. An equation, which 
was proposed many years ago 
by Bruning, is discussed. 

On the Problem of Inception 

Voltage - Historical Back- 
ground 

Inception voltage is cal- 
led the lowest voltage under 
a.c. conditions, at which re- 
petitive PD of a specified 
magnitude in successive cy- 
cles are observed, as the ap- 
plied voltage increases [21] . 
Above the inception level, an 



insulation may deteriorate de- 
pending on the magnitude of 
the imposed voltage. Things 
become more blurred when an 
insulation is subjected to an 
applied voltage which is lo- 
wer than the extinction volt- 
age (according to the seminal 
publication by Kelen [21], the 
extinction voltage is the 
voltage at which discharges 
of a specified magnitude will 
recur when an alternating volt- 
age, which exceeds the dis- 
charge-inception voltage, is 
reduced) . 

In his important paper, 
Bruning and colleagues [9], 
pointed out that unexpected 
insulation failures occurred 
despite the fact that the in- 
sulation was operating below 
the inception voltage. In 
this doctoral thesis, Bruning 
[8] pointed out that there 
were problems in tackling and 
understanding the basics of 
current -voltage relationships 
for new insulating materials 
and/or new devices. For exam- 
ple, the design failure of 
epoxy insulators, which used 
the application of criteria 
for porcelain discharge on- 
set, did not sufficiently cha- 
racterized low current per- 
formance with contamination. 
On another occasion, there was 
a lack of fundamental cur- 
rent vs. voltage analytical 
model for the design of a new 
type of transformer windings. 
In many cases of transformer 
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failures, discharge testing 
did not indicate low level 
pre-discharge activities with 
operation. Problems also aro- 
se with underground cables, 
where aging effects, exacer- 
bated by the presence of wa- 
ter, may give higher dis- 
charge currents which are be- 
low the level which can be 
satisfactorily measured. Bru- 
ning speculated that low le- 
vel discharge currents cause 
a destructive local tempera- 
ture effect. Problems related 
to the above questions were 
revealed in the USA with elec- 
trical machines, cables and 
high-voltage switches, which 
failed unexpectedly although 
all of them passed the re- 
quired tests prescribed by 
the international technical 
committees . 

All the above point to the 
fact that there is a need for 
a fresh approach for this pro- 
blem, an approach which may 
give a possible solution to 
charging effects below incep- 
tion. Efforts have been un- 
dertaken in Bruning's seminal 
publications [8], [9], where 
questions such as the follow- 
ing were put: 

a) what is the insulation 
leakage current-voltage cha- 
racteristic? 

b) what is the effect of 
such a leakage current? 

Efforts were also under- 
taken in some publications. 



albeit with a different insu- 
lating material and a much 
simpler electrode arrangement 
[17] -[20]. In those papers, 
indications were presented 
that effects below the so-cal- 
led inception level may exist. 
Moreover, experiments perfor- 
med in polyethylene samples 
with enclosed cavities, indi- 
cated that at relatively low 
voltages sharp current wave- 
forms were detected. This in- 
dicates sudden streamer PD 
mechanism in enclosed cavi- 
ties. In previous years, com- 
ments regarding the relation 
between such sudden PD wave- 
forms and events at or below 
the inception level were of- 
fered. It was speculated that 
there may be sudden bursts 
related to local rising of 
temperature in a cavity [22] - 
[26], 

Possible Relation Between 

PD Events at Inception Volt- 
age and Charging Events 

below Inception 

Bruning and colleagues [8], 
[9], [27] proposed an equa- 

tion describing the quasi- 
steady state for current flow 

V2v + W*Vs/s = 0 (1) 

where, V is the gradient and 
V 2 is the Laplace operator 
expressed as a function of 
the location, V is the local 
voltage and s the local con- 
ductivity of the fluid (in 
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our case air). They also pro- 
posed that it would be plau- 
sible to state that the local 
air temperature is related to 
the local power dissipation 
which is leakage current ti- 
mes the local voltage gra- 
dient. This being true, the 
local electrical conductivity 
is related to the local tem- 
perature. The question was as 
to whether such an equation 
was leading to a burst or 
sudden PD pulse even below 
inception. Would this be pos- 
sible? 

In fact the above equation 
was characterized as the 
"thermal model" in Bruning's 
Ph. D. Thesis [8]. It sug- 
gests a thermal model of 
gaseous conduction which un- 
der certain conditions of li- 
mited diffusion rate of ion- 
ized species, low radiant en- 
ergy loss, and low thermal 
conductance, a diffuse cur- 
rent flow may generate a dif- 
fuse conduction process. Si- 
milar pulseless regimes were 
suggested in [28]. Further- 
more, the same direction of 
research, without however be- 
ing so specific, was pointed 
out in [29], [30], where pseu- 
doglow regimes were observed. 
It may well be that the cur- 
rent not indicated on a con- 
ventional PD detector is a 
current below the detection 
level . 

More in detail, if one as- 
sumes that in the gas there 



is a dissipative current flow, 
using classical notation. 



w* 


J = 0 


(2) 


J = 


sE 


(3) 


V*sE = 0, but E = W 


(4) 


and 


consequently. 




V2V 


+ W*Vs/s = 0 


(5) 



The above equation, in the 
case of a constant conducti- 
vity s, reduces to the well 
known Laplace/Poisson equa- 
tion. However, for a gaseous 
conduction process, where the 
there is a partial variable 
ionization as J varies with 
time and position, we have 
finally Eq . (5) . 

As was noted in a previous 
paper [27], solution of the 
distributed - perhaps pulse- 
less current flow - then pro- 
ceeds from ionization deter- 
mined from both Saha's equa- 
tion and the heat balance de- 
termining the local tempera- 
ture. The complexity of the 
transport processes have not 
permitted ab initio calcula- 
tions. However, approxima- 
tions indicate a variation of 
current density and field 
strengths, which indicate the 
possibility of current below 
the detection level. Whether 
the continuous thermal condu- 
ction model arises from true 
continuous conduction or from 
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pulses too short to be de- 
tectable by conventional PD 
detectors, it is a question 
in need of an answer. It is 
interesting to note, however, 
that sudden bursts of pulses 
at or below the so-called in- 
ception voltage were observed 
recently, not only in conven- 
tional polymers but also - 
albeit less frequently - in 
nanocomposites [31], [32]. 

Research by Bruning and 
colleagues [9], [10] indicated 
that damage observed below 
inception was very similar to 
the damage above inception. 
In these papers, indications 
were offered that chemical 
changes below inception were 
similar to those noted above 
inception. Such indications 
gave strong ground for sug- 
gesting that "something" goes 
on below the inception volt- 
age. Chemical changes that 
indicate chemical deteriora- 
tion below inception imply 
the existence of charging phe- 
nomena that may render shor- 
ter the lifetime of the insu- 
lation. Charging effects be- 
low the inception voltage may 
imply that there is no volt- 
age below which no deteriora- 
tion takes place. More pre- 
cisely, it is known that the 
lifetime L (time to failure) 
is given by the formula 

L = c(V - Vo) -k (6) 

where, V is the applied volt- 



age, Vo is the voltage below 
which no deterioration takes 
place and k is a constant, k, 
Vo, and c are constants de- 
pending on the insulation ma- 
terial (it should be noted 
that original form of Eq . (6), 
referred to in [33], was 

L = (A - a)k(v - aA)-k 

where, L is life in minutes, 
A is the 1 min strength, a is 
a material constant, k is an- 
other material constant and V 
is the applied voltage). How- 
ever, if one assumes that the- 
re is damage below the incep- 
tion voltage, then 

Vo = 0 (7) 

and Eq . (6) becomes 

L = cV-k (8) 

As was noted in [9], "most 
equipment designers use this 
empirical relation without 
having settled the fundamen- 
tal question as to whether Vo 
= 0 or not, since empirical 
experiments in reasonable ti- 
me periods cannot distinguish 
between the two forms", i.e. 
that of Eq . (6) from that of 
Eq . (8). Ambiguities regard- 
ing Eq . (6) still remain to 

this day, especially if one 
looks at insulation lifetime 
models [34] . The question of 
whether V0 = 0 is also rele- 
vant to the sensitivity of PD 
detector as well as to the 
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thickness of the examined in- 
sulation, deserves to be fur- 
ther explored. It was re- 
ported before, that scaling 
laws exist, i.e. a thicker 
insulation requires a more 
sensitive PD detector [35], 
[36] . Needless to say that 
the sensitivity of a PD de- 
tector determines the incep- 
tion voltage of either an in- 
sulating material or a full 
insulation system, or in the 
words of one of the most dis- 
tinguished researchers of the 
good old generation, E. Bran- 
cato, "... electric stresses 
in the absence of internal 
discharges can cause changes 
in material properties. Some 
ascribe the changes to elec- 
trochemical reactions, while 
others express the suspicion 
that the observed changes are 
really caused by partial dis- 
charges but the corona de- 
tecting system is too insen- 
sitive" [37] . 

From the above it is indi- 
cated that, although there is 
not yet a universal name to 
it, "something" must occur 
below the inception voltage. 
Whether this "something" can 
be referred to as "charging 
phenomenon" or can be mani- 
fested as "signal", is not yet 
clear. Moreover, if one sees 
the more practical questions 
and if one tackles the prob- 
lems of the role of antioxi- 
dants in cable insulation. 



one may say that antioxidants 
are incorporated to prevent 
premature degradation during 
extrusion, but the role of 
the residual antioxidant on 
insulation response to aging 
stresses has not yet been 
quantified, especially in 
voltages below the inception 
level [38] . 

Conclusion 

The present paper is an 
introduction to the problem 
of possible charging effects 
below the so-called inception 
voltage. The historical back- 
ground of an approach - dif- 
ferent from the usual ap- 
proaches - is given as well 
as the indications that char- 
ging phenomena below incep- 
tion may exist. Below incep- 
tion sudden pulses were ob- 
served with an electrode ar- 
rangement of point-plane with 
air as insulating material. 
It is speculated that minute 
abnormalities on the cavity 
surface may act as emission 
sites and thus provoke small 
charging phenomena not easily 
detected by normal conven- 
tional PD detectors. An equa- 
tion regarding the current 
flow in a cavity was given 
and commented upon. In a fu- 
ture publication, a solution 
of the said differential equa- 
tion will be given together 
with appropriate comments. 
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